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(57) ABSTRACT

A boost switching regulator incorporates a ripple injection
circuit to generate a voltage ripple signal for feedback control
that mimics the actual ripple signal of the regulated output
voltage. In this manner, the ripple injection circuit achieves
optimal ripple injection for stable and enhanced feedback
control. In one embodiment, the injected ripple signal is gen-
erated from a current injection signal that mimics the differ-
ence between the inductor current that flows through the
synchronous rectifier and the load current when the synchro-
nous rectifier is on. The injected voltage ripple signal is gen-
erated when the current injection signal is integrated by a
feedforward capacitor.

29 Claims, 11 Drawing Sheets
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OPTIMAL RIPPLE INJECTION FOR A
BOOST REGULATOR

BACKGROUND OF THE INVENTION

Switch mode power supplies or switching regulators, also
referred to as DC-to-DC converters, are often used to convert
an input supply voltage to a desired output voltage. A switch-
ing regulator provides power supply function through low
loss components such as capacitors, inductors, and trans-
formers, and power switches that are turned on and off to
transfer energy from the input to the output in discrete pack-
ets. A feedback control circuit is used to regulate the energy
transfer to maintain a constant output voltage within the
desired load limits of the circuit.

A switching regulator can be configured to step up the input
voltage or step down the input voltage or both. Specifically, a
buck switching regulator, also called a “buck converter,” steps
down the input voltage while a boost switching regulator, also
called a “boost converter,” steps up the input voltage. A buck-
boost switching regulator, or “buck-boost converter,” pro-
vides both step-up and step-down functions.

The operation of the switching regulator is well known and
is generalized as follows. A power switch is turned on to apply
energy to an inductor to allow the current through the inductor
to build up. When the power switch is turned off;, the voltage
across the inductor reverses and energy is transferred to an
output capacitor and the load. A relatively constant output
voltage is maintained by the output capacitor.

A problem faced by most types of switching regulators is
maintaining high efficiency at light load conditions. Switch-
ing regulators can become very inefficient at light load (low
output current) conditions. One solution to improve effi-
ciency at light load conditions is to use Pulse Frequency
Modulation (PFM) in the feedback control loop. When the
PFM technique is applied, the switching frequency of the
main power switch is made a function of the output power. By
switching less often during low output current, the switching
losses also reduce at light load.

FIG. 1 is a schematic diagram of a conventional boost
switching regulatorusing PFM feedback control. Referring to
FIG. 1, aboost regulator 10 includes a PFM control circuit 24
coupled to drive a first power switch M1 and a second power
switch M2. The boost regulator 10 further includes an induc-
tor L1 and an output capacitor C,;,,. The boost regulator 10
receives an input voltage V;,, on a node 12 and provides an
output voltage V ,, - having a substantially constant magni-
tude on a node 16 for driving a load 35. The output voltage
V oris fed back to a feedback node 18 of the boost regulator
10 to form a feedback control loop to realize regulation and
control of the output voltage. In the PFM feedback control
loop, the output voltage may be fed back to the feedback node
directly or through a resistor divider. In the present illustra-
tion, a resistor divider circuit including resistors R1 and R2
divides down the output voltage V .+ to provide a feedback
voltage V5 (on node 18) to the PFM feedback control loop.

More specifically, the feedback voltage V5 is coupled to
an error comparator 20 to be compared with a reference
voltage V- to generate an error signal Vi, (node 22)
having logical high and low values. The error signal V o is
then provided to the PFM control circuit 24 to generate the
control signals NGATE (node 28) and PGATE (node 32) for
driving the first power switch M1 and the second power
switch M2. The NGATE and PGATE signals may be buffered
by buffers 26 and 30 respectively. The control signals NGATE
and PGATE are operative to turn power switch M1 and M2 on
and off alternately so that a switching voltage V- is gener-
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2

ated at the switching node 14. In particular, when the PFM
control circuit 24 drives the power switch M1 to turn on and
drives the power switch M2 to turn off, inductor L1 has the
input voltage V,, impressed upon it, and the current through
the inductor builds up. When the PFM control circuit 24
drives the power switch M1 to turn off and drives the power
switch M2 to turn on, the voltage across the inductor L1
reverses (“fly back™) and inductor [.1 delivers energy through
switch M2 to the output capacitor C,,,,-and the load 35. The
output capacitor C - filters the ramping inductor current to
generate a substantially constant output voltage V o, at the
output node 16.

For a PFM feedback control loop or a hysteretic control
loop to operate correctly and reliably, a certain amount of
voltage ripple is required by the feedback control loop. More
specifically, because of the switching action at the power
switches, all switch-mode regulators generate an output cur-
rent ripple through the switched inductor L1. This current
ripple manifests itself as an output voltage ripple principally
due to the equivalent series resistance (ESR) in the output
capacitor C,,placed in parallel with the load. The ESR of
the output capacitor C,;ris denoted as aresistor R o5 in FIG.
1. Recently, low ESR capacitors are preferred to realize
improved efficiency and low output voltage ripple in switch-
ing regulators. However, the low ESR capacitors do not gen-
erate sufficient output voltage ripple for meaningful feedback
control. The desire for low output voltage ripple at the output
voltage contradicts with the PFM feedback control loop
requirement of a certain amount of ripple for reliable opera-
tion. The low output ripple signal (typically less than 1 mV) is
often too small to be meaningfully used by the PFM feedback
control loop of the switching regulator.

In particular, when the low ripple signal on the output
voltage is further divided down by the resistor divider and
presented to the feedback control loop to be sensed by the
error comparator, the ripple signal at the feedback node can be
so small that any noise in the switching regulator can com-
pletely swamp out the available ripple signal. In operation,
the error comparator that senses the feedback voltage can be
easily triggered due to noise rather than being triggered by the
actual ripple signal. Noise-triggered events at the error com-
parator often result in multi-pulsing or chattering on the
switching node and also cause undesirable frequency com-
ponents.

Ripple injection circuits to introduce a ripple signal in the
feedback loop have been described for buck switching regu-
lators. For example, U.S. Pat. Nos. 7,482,791 and 7,482,793
illustrate examples of ripple injection circuits that can be
applied in buck regulators using fixed on-time control.

BRIEF DESCRIPTION OF THE DRAWINGS

Various embodiments of the invention are disclosed in the
following detailed description and the accompanying draw-
ings.

FIG. 1 is a schematic diagram of a conventional boost
switching regulator using PFM feedback control.

FIG. 2 is a schematic diagram of a boost switching regu-
lator using PFM feedback control and incorporating a ripple
injection circuit according to embodiments of the present
invention.

FIG. 3 illustrates the timing waveforms for the boost regu-
lator in FIG. 2 and the generation of the optimal injected
ripple signal.

FIG. 4 is a schematic diagram of a boost switching regu-
lator illustrating a detail implementation of a ripple injection
circuit according to embodiments of the present invention.
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FIG. 5 is a schematic diagram of a boost switching regu-
lator illustrating a transistor level implementation of a ripple
injection circuit according to embodiments of the present
invention.

FIG. 6 is a flow chart illustrating the optimal current injec-
tion method in a boost regulator in embodiments of the
present invention.

FIG. 7 is a flow chart illustrating the optimal current injec-
tion method in a boost regulator in alternate embodiments of
the present invention.

FIG. 8 illustrates the synchronous rectifier current relative
to varying load conditions and further illustrates adjusting the
scaling factor K to generate the desired current injection
signal.

FIG. 9 illustrates the synchronous rectifier current relative
to varying load conditions and further illustrates adjusting the
peak inductor current to generate the desired current injection
signal.

FIG. 10(a) illustrates the synchronous rectifier current
relative to varying input voltage conditions.

FIG. 10(b) illustrates the synchronous rectifier current
when the peak inductor current is varied as a function of the
regulator input voltage.

FIG. 11 is a schematic diagram of a boost switching regu-
lator incorporating peak inductor current modulation accord-
ing to embodiments of the present invention.

FIG. 12 is a schematic diagram of a boost switching regu-
lator incorporating peak inductor current modulation accord-
ing to embodiments of the present invention.

DETAILED DESCRIPTION

The invention can be implemented in numerous ways,
including as a process; an apparatus; a system; and/or a com-
position of matter. In this specification, these implementa-
tions, or any other form that the invention may take, may be
referred to as techniques. In general, the order of the steps of
disclosed processes may be altered within the scope of the
invention.

A detailed description of one or more embodiments of the
invention is provided below along with accompanying figures
that illustrate the principles of the invention. The invention is
described in connection with such embodiments, but the
invention is not limited to any embodiment. The scope of the
invention is limited only by the claims and the invention
encompasses numerous alternatives, modifications and
equivalents. Numerous specific details are set forth in the
following description in order to provide a thorough under-
standing of the invention. These details are provided for the
purpose of example and the invention may be practiced
according to the claims without some or all of these specific
details. For the purpose of clarity, technical material that is
known in the technical fields related to the invention has not
been described in detail so that the invention is not unneces-
sarily obscured.

In embodiments of the present invention, a boost switching
regulator incorporates a ripple injection circuit to generate a
ripple signal for feedback control that mimics the actual
ripple signal. In this manner, the ripple injection circuit
achieves optimal ripple injection for stable and enhanced
feedback control and the boost converter can be implemented
using a low or zero ESR output capacitor to minimize the
output voltage ripple on the output voltage node. In particular,
multi-pulsing or chattering at the switch node of the boost
switching regulator is obviated. In one embodiment, the
injected ripple signal is generated from a current signal that
mimics the difference between the instantaneous inductor
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4

current that flows through the secondary power switch (the
“synchronous rectifier”) and the load current. The instanta-
neous inductor current that flows through the secondary
power switch is also referred to as the “synchronous rectifier
current.” This current difference represents the charge that is
actually delivered to the output capacitor when the secondary
power switch is turned on which is the charge that creates the
actual ripple signal. By replicating the charge delivered to the
output capacitor to form the actual ripple signal, the injected
ripple signal thus generated provides optimal ripple injection
as the injected ripple signal replicates the desired actual ripple
signal.

FIG. 2 is a schematic diagram of a boost switching regu-
lator using PFM feedback control and incorporating a ripple
injection circuit according to embodiments of the present
invention. Referring to FIG. 2, a boost switching regulator 50
(or “boost regulator 50”) includes a Pulse Frequency Modu-
lation (PFM) control circuit 64, a main power switch M1, a
secondary power switch M2, an inductor L1, and an output
capacitor C . The secondary power switch M2 functions as
a synchronous rectifier in the boost regulator and may be
referred to as the “synchronous rectifier M2” in the following
description. As a synchronous rectifier, power switch M2 is
controlled to emulate a diode to allow current to pass in one
direction but not the other. The PFM control circuit 64 gen-
erates control signals for driving the main power switch M1
and the secondary power switch M2. The boost regulator 50
receives an input voltage V., on a node 52 and provides an
output voltage V . having a substantially constant magni-
tude on an output voltage node 56 for driving a load 75. The
output voltage V 5., 1s fed back to a feedback node 58 of the
boost regulator 50 to form a feedback control loop to realize
regulation and control of the output voltage V ;-

In boost regulator 50, the output voltage V ,,may be fed
back to the feedback node 58 directly or through a resistor
divider. In the present embodiment, a resistor divider circuit
including resistors R1 and R2 divides down the output voltage
V oorto generate a feedback voltage V - at the feedback node
58 which is coupled to the PFM feedback control loop. The
feedback voltage V. is thus a scaled down version of the
output voltage V 5, -

More specifically, the feedback voltage V. is coupled to
an error comparator 60 to be compared with a reference
voltage V- (node 59) to generate an error signal V . (node
62) having logical high and low values indicative of the dif-
ference between the feedback voltage V. and the reference
voltage V. The error signal V5 is then provided to the
PFM control circuit 64 to generate the control signals on
nodes 68 and 72 for driving the main power switch M1 and the
synchronous rectifier M2, respectively. Gate drivers 66 and
70 may be used to drive the respective control signals onto the
respective control terminals of the power switches M1 and
M2.

The control signals are operative to turn power switch M1
and M2 on and off alternately so that a switching voltage V¢,
is generated at the switching node 54. In particular, when the
PFM control circuit 64 turns on the main power switch M1
and turns off the synchronous rectifier M2, inductor L1 has
the input voltage V,,, impressed upon it, and the current
through the inductor builds up. When the PFM control circuit
64 turns off the power switch M1 and turns on the power
switch M2, the voltage across the inductor L1 reverses (fly
back) and inductor L1 transfers energy through the synchro-
nous rectifier M2 to the output capacitor C,,,,- and the load
75. The output capacitor C, filters the ramping inductor
current to generate a substantially constant output voltage
V oo at the output node 56. In the present embodiment, the
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boost regulator 50 implements a PFM control scheme where
the frequency for turning on the power switches is varied as a
function of load condition. When the load condition is heavy,
the power switches are turned on and off more frequently to
supply sufficient load current to maintain the output voltage.
When the load condition is light and the load current demand
is low, the power switches may be turned on and off less
frequently to maintain the output voltage.

In the present embodiment, the main power switch M1 is
implemented as an NMOS transistor and is driven by a con-
trol signal NGATE (node 68). Meanwhile, the synchronous
rectifier M2 is implemented as a PMOS transistor and is
driven by a control signal PGATE (node 72). The control
signals NGATE and PGATE are exclusive of each other so
that only one of the main power switch M1 and synchronous
rectifier M2 is turned on at a time but both switches can be
turned off at the same time. The use of NMOS and PMOS
transistors as the main and secondary power switches, respec-
tively, is illustrative only and is not intended to be limiting.
The main and secondary power switches can be implemented
using NMOS or PMOS transistor devices and the PFM con-
trol circuit can be configured to generate control signals hav-
ing the appropriate signal polarities to drive the power
switches.

Because of the switching action at the power switches, all
switch-mode regulators generate an output current ripple
through the switched inductor L.1. This current ripple mani-
fests itself as an output voltage ripple on the output voltage in
two ways. First, when the output capacitor C ;- has a large
amount of equivalent series resistance (ESR), the “IR” volt-
age drop resulting from the synchronous rectifier current
flowing through the ESR of the output capacitor C,, pro-
duces a voltage ripple signal that is similar to and is in-phase
with the synchronous rectifier current. Second, the synchro-
nous rectifier current being supplied to the output capacitor
C oo 1s integrated by the output capacitor to produce a volt-
age ripple signal that is 90° out-of-phase with the synchro-
nous rectifier current.

When an output capacitor with a large ESR is used, the
voltage ripple signal generated by the IR voltage drop is much
larger than the voltage ripple signal generated by charging of
the output capacitor and the voltage ripple signal due to the
ESR is alone sufficient for use by the feedback control loop.
The voltage ripple signal generated by the charging of the
output capacitor is not significant. However, in cases where
the output capacitor C,; .+ is a low or zero ESR capacitor
having zero or an insignificant amount of equivalent series
resistance, there is no longer any voltage ripple signal due to
the IR voltage drop and the only ripple signal available is the
voltage ripple signal generated by the charging of the output
capacitor. The voltage ripple signal from charging of the
low/zero ESR capacitor is typically very small (e.g., 1.3 mV)
and is not sufficient for meaningful feedback control. This
voltage ripple signal at the feedback node can become even
smaller when the output voltage V 5, ,1s divided down for the
feedback loop. The resulting voltage ripple signal on the
feedback node can become insignificant (e.g., 0.4 mV). In
accordance with embodiments of the present invention, a
ripple injection circuit is used to inject a voltage ripple signal
on the feedback node that is sufficient for use by the feedback
loop for feedback control.

In embodiments of the present invention, the boost regula-
tor 50 incorporates a ripple injection circuit 80 to generate a
voltage ripple signal and to introduce an injected ripple signal
at the feedback node of the boost regulator. The injected
ripple signal mimics the actual ripple signal generated on the
output capacitor so that optimal ripple injection is achieved
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for the PFM feedback control loop and effective regulation of
the output voltage V .- is realized. Referring to FIG. 2, the
ripple injection circuit 80 includes a current source 81 pro-
viding a current injection signal I,,; to the feedback node 58
through a switch S10 and a feedforward capacitor Crx
coupled between the output voltage node 56 and the feedback
node 58. The feedforward capacitor C, functions to deliver
any ripple signal on the output voltage node 56 to the feed-
back node 58. However, when the ripple signal on the output
capacitor is small, there may not be any appreciable ripple
signal for the capacitor C. to feedforward. In embodiments
of the present invention, the current injection signal 1,,, is
injected to the feedback node 58 which is the bottom plate of
the feedforward capacitor C.. The feedforward capacitor
Cr integrates the current injection signal I,,,; to generate a
voltage ripple signal as the injected ripple signal to the feed-
back control loop.

In the present embodiment, the current injection signal L, ,
is provided to the feedback node 58 through the switch S10
which is controlled by the synchronous rectifier control signal
PGATE. The control signal PGATE is an active low signal and
switch S10 is closed when the control signal PGATE has a
logical low value and switch S10 is open when the control
signal PGATE has a logical high value. Accordingly, the
ripple injection circuit 80 ensures that the injected ripple
signal, if any, is applied only when the secondary power
switch (the synchronous rectifier) is turned on. Switch S10 is
optional and may be omitted in other embodiments of the
present invention.

In embodiments of the present invention, the current injec-
tion signal I,,,; mimics the difference between the instanta-
neous inductor current that flows through the synchronous
rectifier M2 and the DC load current I, flowing through the
load 75. The instantaneous inductor current that flows
through the synchronous rectifier M2 is referred to as the
“synchronous rectifier current.” This current difference rep-
resents the charge that is actually delivered to the output
capacitor C,, which is the charge that creates the actual
ripple signal on the output capacitor. By replicating the
charge delivered to the output capacitor C, - to form the
actual ripple signal, the injected ripple signal thus generated
provides optimal ripple injection as the injected ripple signal
replicates the desired actual ripple signal.

FIG. 3 illustrates the timing waveforms for the boost regu-
lator 50 in FIG. 2 and the generation of the optimal injected
ripple signal. Referring to FIGS. 2 and 3, under the control of
the PFM feedback control loop, the main power switch M1
and the synchronous rectifier M2 are alternately turned on
and off to charge up inductor L1 and to discharge the inductor
current to the output capacitor C,,and to the load 75. The
NGATE signal (curve 102) drives the control terminal of the
main power switch M1 while the PGATE signal (curve 104)
drives the control terminal of the synchronous rectifier M2.
The inductor current I,(t) (curve 106) is a triangular-shaped
ramping current signal. The DC load current 1, (curve 108)
that is delivered to the load 75 is the average of the synchro-
nous rectifier current 1(t) flowing through the synchronous
rectifier M2 (curve 114). In one example, the synchronous
rectifier current I ,(t) can be averaged over a first time duration
to generate the load current 1. Typically, the synchronous
rectifier current I1.(t) is averaged over the full cycle of the
synchronous rectifier current to generate the load current 1.
An output voltage V . (curve 109) is generated at the output
node and is fed back to the feedback control loop of the boost
regulator 50. The feedback voltage V-5 (curve 110) can be the
same as the output voltage V.- or it can be a scaled down
version of the output voltage V., The peak-to-peak mag-
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nitude of the feedback voltage V . is the ripple signal needed
by the feedback control loop for regulation. The feedback
voltage V5 (curve 110) is compared against a reference
voltage V.- (curve 111) for feedback control.

In the present illustration, the boost regulator 50 operates
under the PFM control scheme in a discontinuous conduction
mode. In the discontinuous conduction mode, the inductor
current I, (t) is allowed to drop to zero before the main power
switch is turned back on again to recharge the inductor 1. In
some embodiments, a zero-cross detector (not shown) may be
coupled across the synchronous rectifier M2 (that is, coupled
to the source and drain terminals of transistor M2) to detect
when the inductor current has dropped to zero. Under the
PFM control scheme, when the inductor current I, (t) has
dropped to zero and the feedback voltage V 5 drops below the
reference voltage V.- (time t,), the PFM control circuit 64
initiates a main switch cycle. That is, the control signal
NGATE is asserted (logical high) to turn on the main power
switch M1. The inductor current ramps up when the main
power switch M1 is turned on. When the inductor current
reaches a predetermined peak inductor current level I ., the
control signal NGATE is then deasserted (logical low) to turn
off the main power switch M1. The PFM control scheme
continues by initiating a secondary switch cycle at time t;.
That is, the control signal PGATE is asserted (logical low) to
turn on the synchronous rectifier M2. The inductor current
1, (t) is delivered to the output capacitor C ,,rand the load 75.
Therefore, the inductor current I,(t) ramps down when the
synchronous rectifier M2 is turned on but the output voltage
Vopr 18 restored. The synchronous rectifier M2 remains
turned on until the inductor current I, (t) drops to zero (time
t;). Then, the control signal PGATE is deasserted (logical
high) to turn off the synchronous rectifier M2.

Between time t; and the next main switch cycle (the next
t,), both power switches M1 and M2 are turned off and the
feedback voltage V 5 decreases towards the reference voltage
V e as the output voltage V . falls. This period is referred
to as the Idle time. If the boost regulator 50 is operating under
light load conditions, it may take a long time for the feedback
voltage V5 to decay to the reference voltage V.. because
the load current 1, is very small. Thus, the idle time between
t, and t, may be long. However, eventually, the feedback
voltage V. will decrease below the reference voltage Vi
and the next main switch cycle and secondary switch cycle
repeat in the same manner as described above.

As thus configured, the PFM feedback control loop oper-
ates on the ripple components of the feedback voltage V. in
order to regulate the output voltage. However, the ripple
component of the feedback voltage V- may be very small,
such as due to the use of zero or low ESR output capacitor
Coor In embodiments of the present invention, the ripple
injection circuit generates an injected ripple signal for the
feedback control loop by mimicking the ripple signal that
would be generated by the charge being delivered to the
output capacitor. In this manner, optimal ripple injection is
achieved.

Referring again to FIG. 3, the inductor current I,(t)
includes two current components. When the main power
switch M1 is turned on, the inductor current component 1,(t)
(curve 112) flows through the main power switch M1. Then,
when the synchronous rectifier M2 is turned on, the inductor
current component [,(t) (curve 114) flows through the syn-
chronous rectifier M2. The inductor current component I,(t)
that flows through the synchronous rectifier M2, referred to as
the “synchronous rectifier current”, is the current that is being
delivered to the output capacitor C,;+ and to the load 75.
However, only a portion of the synchronous rectifier current
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15(t) is consumed by the load current I, (curve 108). The
remaining synchronous rectifier current 1,,(t), being the cur-
rent [.(t) above the load current I, is delivered to the output
capacitor C,, The output capacitor C,,,, integrates this
portion of the synchronous rectifier current I.(t) to generate
the intended voltage ripple signal. In other words, the area
below the synchronous rectifier current 1(t) curve 114 and
above the load current I, curve 108, denoted by the shaded
region 115 in FIG. 3, represents the amount of charge that is
put onthe output capacitor C . The amount of charge in the
shaded region 115 represents the actual ripple signal that is
generated by output capacitor C ;- in response to the opera-
tion of the PFM feedback control loop.

Accordingly, in boost regulator 50, the difference between
the inductor current that flows through the synchronous rec-
tifier M2 (the synchronous rectifier current I.(t)) and the load
current I, is the charge that creates the actual ripple signal. In
embodiments of the present invention, the ripple injection
circuit 80 mimics this current difference I,(t)-1,, to generate
acurrent injection signal I, ; that is equal to or proportional to
the current difference 1,(t)-1,. In some cases, the current
difference 1(t)-1,, is scaled down to create the current injec-
tion signal I,,,;. That is:

_Ien-1o
inj = X »

where K can be 1 or greater.

In some embodiments, the ripple injection circuit scales
down the synchronous rectifier current [.(t) by a factor of K to
generate a current I(t)/K (curve 116) and the ripple injection
circuit further scales down the load current I, by the same
factor K to generate a current I /K (curve 118). The current
difference between current I(t)/K and current 1,/K is the
current injection signal I, (curve 120). That is, I, =(I1-(0)-
I,)/K. More specifically, the current injection signal 1,
incorporates the charge represented by the shaded region 117.
The feedforward capacitor C integrates the current injec-
tion signal 1, to obtain the charge in the shaded region 117
which produces the voltage ripple signal on the feedback
voltage V5. This voltage ripple signal is of a useful amount
to the PFM feedback control loop.

A salient feature of the ripple injection circuit of the present
invention is that the optimal amount of ripple signal is being
injected into the feedback loop. More specifically, because
the current injection signal L, , is generated by mimicking the
charge that is being put on the output capacitor C,,,, the
resulting injected ripple signal provided to the feedback node
mimics the actual ripple signal generated by the output
capacitor C,, . Another salient feature of the ripple injection
circuit of the present invention is that only a small feedfor-
ward capacitor C. is needed to generate a sufficient voltage
ripple signal for the feedback control loop. That is, the capaci-
tance of the feedforward capacitor C. can be small. In par-
ticular, the current difference 1,(t)-I, can be scaled down
such that the current injection signal I, incorporates only a
portion of the charge (region 115) that 1s actually put on the
output capacitor C,;,r. Accordingly, a smaller feedforward
capacitor C.. can be used to integrate the current injection
signal 1,,; encompassing the smaller portion of the charge
(region 117) to yield a voltage ripple signal having suffi-
ciently large amplitude (e.g., 10 mV) on the feedback node
58. In some embodiments, the capacitance of capacitor C s
sufficiently small such that the capacitor can be formed as an
integrated capacitor on the same integrated circuit as the
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control circuitry of boost regulator 50. That is, a discrete
capacitor is not needed to implement C in the boost regu-
lator of the present invention. In one example, the output
capacitor C,,may be a 50 uF capacitor while the feedfor-
ward capacitor may be a 10 pF capacitor.

FIG. 4 is a schematic diagram of a boost switching regu-
lator illustrating a detail implementation of a ripple injection
circuit according to embodiments of the present invention.
Like elements in FIGS. 2 and 4 are given like reference
numerals and will not be further described. FIG. 4 illustrates
one embodiment of the ripple injection circuit 80 for gener-
ating an injected ripple signal. Referring to FIG. 4, the ripple
injection circuit 80 includes a current sense amplifier 82
coupled across the synchronous rectifier M2 to measure the
synchronous rectifier current 1,(t). In the present embodi-
ment, the current sense amplifier 82 also operates to scale
down the measured current by a factor of K. Thus, the current
sense amplifier 82 generates an output current I4(t) (node 84)
being proportional to the synchronous rectifier current 1.(t),
that is, [(t)=I(t)/K. The current I4(t) represents the synchro-
nous rectifier current flowing through the synchronous recti-
fier M2. The current I(t) is averaged to determine the load
current being drawn over a given time period. In the present
embodiment, a current averaging circuit 86 receives the cur-
rent I4(t) and generates a scaled load current [ /K (node 87)
being an average of the current 1(t) over a given time dura-
tion, usually over a full cycle of the synchronous rectifier
current. That is, I, /K=Avg(I4(t))=Avg(I,(t)/K). In one
embodiment, the current averaging circuit 86 averages the
current I(t) over a full synchronous rectifier cycle, that is
from time t, to the next time t; (FIG. 3).

The current injection signal I, is generated by taking the
difference between the current I(t) (or I(t)/K)), representing
the scaled synchronous rectifier current at synchronous rec-
tifier M2, and the current I /K, representing the scaled load
current being drawn. In the present embodiment, a current
subtractor 88 is used to subtract current [ /K from current
[4(t)/K to generate the current injection signal I, =(Ix(t)-
1,)/K (node 90). In the present embodiment, the current sub-
tractor 88 is a one-quadrant subtractor. When the synchro-
nous rectifier current I,(t) is greater than the load current 1,
the current subtractor 88 generates a positive output current
indicative of the current difference between the scaled syn-
chronous rectifier current I,(t)/K and the scaled load current
I/K as the current injection signal I,,,,. When the synchro-
nous rectifier current [ ,(t) is smaller than the load current 1,
the subtractor provides a zero current output. The current
injection signal I, when integrated by the feedforward
capacitor C., produces a voltage ripple signal on the feed-
back voltage V. (node 58) that is in phase with the ripple on
the output voltage V ;1

In embodiments of the present invention, the ripple injec-
tion circuit 80 applies the current injection signal 1, only
when the synchronous rectifier is turned on. In the present
embodiment, the current injection signal I,,,; thus generated is
injected to the feedback node 58 through a switch S1. The
switch S1 is controlled by the control signal PGATE which is
an active low signal. Thus, the ripple injection circuit 80
ensures that the injected ripple signal is applied only when the
synchronous rectifier M2 is turned on. When the synchronous
rectifier M2 is turned on, the injected ripple signal, if any, is
introduced. When the synchronous rectifier M2 is turned off,
the injected ripple signal is not applied. As thus configured,
when switch S1 is closed, the current injection signal 1, is
injected at the feedback node 58 and the current associated
with signal I,,,; is integrated by the feedforward capacitor Cp
to generate the necessary voltage ripple signal at the feedback
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node 58 for the PFM feedback control loop. Switch S1 is
optional and may be omitted in other embodiments of the
present invention. As described above, the current injection
signal I,,,; goes to a zero value when the synchronous rectifier
current I (t) drops below the load current I,. Thus, switch S1
is not necessary to turn off the current injection signal but
helps to ensure that the current injection signal 1,,,; goes to
zero when the synchronous rectifier cycle is completed.

FIG. 5 is a schematic diagram of a boost switching regu-
lator illustrating a transistor level implementation of a ripple
injection circuit according to embodiments of the present
invention. In particular, FIG. 5 illustrates the transistor level
implementation of the current sense amplifier, the current
averaging circuit and the current subtractor circuit in a boost
switching regulator 150. In the embodiment shown in FIG. 5,
the subtraction of the scaled load current I /K from the scaled
synchronous rectifier current 1,(t)/K is realized at the sum-
ming node 160. In operation, the scaled load current 1/K is
coupled to the top of the summing node 160 and the scaled
synchronous rectifier current I,(t)/K is drawn from the bot-
tom of the summing node 160. When the scaled synchronous
rectifier current 1,(t)/K is larger than the scaled load current
Io/K, a current is drawn from the branch 165 into the sum-
ming node 160. The current drawn into the summing node
160 from branch 165 is the current injection signal I 5, which
is [p(t)/K-I /K. When the scaled synchronous rectifier cur-
rent I (t)/K is smaller than the scaled load current I /K, no
current can be drawn from the branch 165 and thus the current
injection signal I,,;,is zero. In this way, a one-quadrant sub-
tractor is implemented where current injection signal I, ,can
have only positive values or is zero. Current I,,,; is mirrored by
a current mirror and then gated by a transistor functioning as
the switch S1. When switch S1 is active, the current injection
signall, ;is provided to the feedback node FB to be integrated
by the feedforward capacitor C.

In the embodiment shown in FIG. 5, the current sense
amplifier is constructed to scale down the synchronous recti-
fier current [,(t) by a factor of K while measuring the current
15(t). In particular, a pair of resistors R , is used to scale down
the current [ 5(t). In some embodiments, the resistor R is built
using smaller versions of the synchronous rectifier M2. That
is, the resistor R, includes a string of serially connected
transistors being scaled-down transistors of the synchronous
rectifier M2. Using a string of scaled-down transistors of
synchronous rectifier M2 in the current sense amplifier to
scale down the current [ ,(t) provides certain advantages.

First, the scale ratio K of the scaled synchronous rectifier
current I(t) is a function of the on-resistance R, ,; of the
synchronous rectifier M2 and the resistance of resistor R ,.
For example, when a string of scaled-down transistors of
synchronous rectifier M2 is used in the current sense ampli-
fier, the scaling factor K can be set as follows:

Ip(OX R o (M2) = I5() X Ry,
Rdx—ON(Mz)
Ra
Ra
Rdx—ON(Mz) '

1
Is() = % = Ip(0)

When the resistor R, is designed using scaled version of
the synchronous rectifier M2, resistor R, has a resistance
value being a scaled value of the on-resistance of synchro-
nous rectifier M2. In this manner, the ratio K can be made to
be a constant.
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FIG. 6 is a flow chart illustrating the optimal current injec-
tion method in a boost regulator in embodiments of the
present invention. Method 200 can be implemented in a boost
switching regulator, such as the boost regulator of FIG. 2, to
achieve optimal ripple injection. Referring to FIG. 6, method
200 starts at 202 by measuring the synchronous rectifier cur-
rent I.(t) at the synchronous rectifier M2. Then, at 204, a first
current indicative of the measured synchronous rectifier cur-
rent 1(t) is generated. For example, the first current can be a
scaled version of the measured synchronous rectifier current
14(1), that is, the first current can be I.(t)/K, where K can be 1
or greater. At 206, a second current indicative of the load
current I, is generated. For example, the second current can
be a scaled version of the load current, that is, the second
current can be 1 /K. At 208, the second current is subtracted
from the first current to generate the current injection signal
L, In one embodiment, the subtraction is a one-quadrant
subtraction and only a positive current value is generated
when the first current is greater than the second current,
otherwise, the subtraction yield a zero current value. At 210,
the current injection signal I, is injected to the feedback node
of'the feedback control loop of the boost regulator. At 212, the
feedforward capacitor integrates the current injection signal
L,,,; to generate the injected voltage ripple signal at the feed-
back node of the feedback control loop.

FIG. 7 is a flow chart illustrating the optimal current injec-
tion method in a boost regulator in alternate embodiments of
the present invention. Method 250 can be implemented in a
boost switching regulator, such as the boost regulator of F1G.
4, to achieve optimal current injection. Referring to FIG. 7,
method 250 starts at 252 by measuring the synchronous rec-
tifier current I(t) at the synchronous rectifier M2. Then, at
254, a scaled synchronous rectifier current I,(t)/K is gener-
ated, where K canbe 1 or greater. At 256, a scaled load current
1/K is generated as an average of the scaled synchronous
rectifier current [,(t)/K over a given time duration, usually
over a full cycle of the synchronous rectifier current. That is,
1/K=Avg(I(t)/K). At 258, the scaled load current [ /K is
subtracted from the scaled synchronous rectifier current
[(t)/K to generate the current injection signal L, . In one
embodiment, the subtraction is a one-quadrant subtraction
and only a positive current value is generated when the scaled
synchronous rectifier current is greater than the scaled load
current, otherwise, the subtraction yield a zero current value.
At 260, the current injection signal 1,,; is injected to the
feedback node of the feedback control loop of the boost
regulator. At 262, the feedforward capacitor integrates the
current injection signal L, to generate the injected voltage
ripple signal at the feedback node of the feedback control
loop.

During the operation of the boost regulator, the load con-
dition may change and the load current I, may vary. Most
boost regulators maintain a fixed peak inductor current value
1; px- When the peak inductor current value is fixed, the vary-
ing load current I, will vary the amount of charge being
replicated to generate the current injection signal. FIG. 8
illustrates the synchronous rectifier current relative to varying
load conditions. Referring to FIG. 8, the synchronous rectifier
current [ (1) (curve 314) is being kept at a fixed peak inductor
current value I, ... When load conditions change, the load
current may vary. For example, the load current may vary
from a light load condition I, to a heavy load condition [ o5
within the PFM operation range. When the load current
increases, the amount of charge under the current 14(t) wave-
form decreases from Q1 to Q3. The decreasing amount of
charge means that the current injection signal thus generated
can become smaller than desired.
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In some embodiments of the present invention, the ripple
injection circuit is configured to handle varying load current
values. In one embodiment, the scaling factor K used to scale
down the measured synchronous rectifier current [.(t) is
selected to account for the worst case load current conditions.
That is, K is selected so that even under the largest permissible
load current condition, the scaled synchronous rectifier cur-
rent [(t)/K will still have sufficient charge to generate an
adequate current injection signal for the feedback control
loop.

In another embodiment, the ripple injection circuit is con-
figured to select a scaling factor K as a function of the load
current, with is denoted as “K(I,),” so as to maintain a rela-
tively constant amount of charge Qafter the current subtrac-
tion is performed using the scaled synchronous rectifier cur-
rent 1(t)/K(I,,) (curve 316) and the scaled load current I /K
(Ip) (curve 318). For example, when the load current is small,
the value of K can be selected to be large to scale down the
synchronous rectifier current by a large amount. But when the
load current is large, the value of K can be selected to be small
to scale down the synchronous rectifier current to a lesser
amount so as to maintain a constant amount of charge Qafter
the current subtraction. The current injection signal I, (curve
320) thus generated will have a relatively constant magnitude
regardless of variations in the load current values.

In yet other embodiments of the present invention, the
ripple injection circuit is configured to vary the capacitance of
the feedforward capacitor C. as a function of load current.
When the load current is large, the feedforward capacitor Cx
can be configured with a smaller capacitance as the amount of
charge is small. When the load current is small, the feedfor-
ward capacitor C. can be configured with a larger capaci-
tance as the amount of charge is large. In other words, the
capacitance value of the feedforward capacitor Cp. can
increase when the load current is decreasing. The magnitude
of the voltage ripple signal remains relatively constant with
changing load conditions.

In yet other embodiments, the boost regulator is configured
to adaptively modulate the peak inductor current value as a
function of the load current. FIG. 9 illustrates the synchro-
nous rectifier current relative to varying load conditions.
Referring to FIG. 9, the synchronous rectifier current I ,(t) has
apeak inductor current value I .- that varies as a function of
the load current 1,. When the load current is low (I,,), the
peak inductor current may be maintained at a lower level
(Ip(t) curve 314-1). As the load current increases (I,,5), the
peak inductor current may be increased (I(t) curve 314-3).
When the peak inductor current value I, .- varies with the
load current I, relatively constant amount of charge Q, to Q,
can be maintained between the synchronous rectifier current
15(t) and the load current 1,. Thus, by modulating the peak
inductor current value as a function of load current, the ripple
injection circuit can operate with varying load conditions to
generate a current injection signal with a relatively constant
magnitude.

In some applications, the boost regulator is applied to boost
an input voltage supplied by a battery. As the battery dis-
charges over time, the battery voltage decreases and the regu-
lator input voltage V ,; also decreases over time. As the input
voltage V,, decreases, the slope of the synchronous rectifier
current increases which will decrease the amount of charge
that can be replicated to generate the current injection signal
L, FIG. 10(a) illustrates the synchronous rectifier current
relative to varying input voltage conditions. Referring to FI1G.
10(a), when the synchronous rectifier current 14(t) (curve
334) is being kept at a fixed peak inductor current value I, -
and when the input voltage V,, decreases, the slope of the
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synchronous rectifier current 1.(t) increases so that the syn-
chronous rectifier current drops to zero current value faster
withdecreasing V. In particular, in a boost regulator, such as
boost regulator 10 of FIG. 1, when the synchronous rectifier
M2 is turned on, the synchronous rectifier current I .(t) flows
through the inductor L1 and the voltage across the inductor
L11isV 57—V - The rate of change, or slope, of the inductor
current di/dt is given as:

di

di L

Irpk
Tof ’

Vour -Viv _

where L is the inductance of the inductor L1 and Toffis the on
time of the synchronous rectifier switch or the on time of the
control signal PGATE.

As shown by the above equation and shown in FIG. 10(a),
for a given output voltage V., as the input voltage V
decreases (e.g., from V,,,, to V), the slope of the synchro-
nous rectifier current 1(t) increases. For a given load condi-
tion, represented by the load current I ,, the amount of charge
under the current 1.(t) waveform 334 decreases as Vi
decreases. As illustrated, as V, decreases, the amount of
charge that can be used to generate the current injection signal
L,,,,decreases as indicated by the shaded regions. For example,
when the input voltage is at V,, the amount of charge Q1
(cross-hatched area) is available to generate the current injec-
tion signal L,,,,. However, when the input voltage decreases to
Vs, only the amount of charge Q3 (the dotted area) is
available to generate the current injection signal I, The
charge Q3 is much smaller than the charge Q1. The decreas-
ing amount of charge means that the current injection signal
L, thus generated can become smaller than desired.

In some embodiments, the boost regulator is configured to
adaptively modulate the peak inductor current value as a
function of the regulator input voltage V. FIG. 10() illus-
trates the synchronous rectifier current when the peak induc-
tor current is varied as a function of the regulator input volt-
age. Referring to FIG. 10(5), the synchronous rectifier current
14(t) has a peak inductor current value I, - that varies as a
function of the input voltage V.. More specifically, the peak
inductor current value I, .. is modulated as I; % (V 57—
V). In one embodiment, the peak inductor current value
1, px 1s modulated as:

Vour = Viv

Ipk = 7

where R is a constant of proportionality.

In operation, for a given output voltage V ., as the input
voltage V,,, decreases, the peak inductor current value I, .,
increases. For example, when the input voltage has a value of
V> the peak inductor current may be maintained at a lower
level 1, oz (curve 354-1). As the input voltage decreases
(Vas), the peak inductor current may be increased I; oz
(curve 354-3). When the peak inductor current value 1, -
varies with the regulator input voltage V ,, relatively constant
amount of charge Q, (the cross-hatched area) to Q, (the dot-
ted area) can be maintained between the synchronous rectifier
current I ,(t) and the load current I,. Thus, by modulating the
peak inductor current value as a function of the regulator
input voltage V ;. the ripple injection circuit can operate with
varying input voltage conditions to generate a current injec-
tion signal with a relatively constant magnitude.
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Peak Inductor Current Modulation in PFM Boost Regula-
tor

In a boost switching regulator under PFM control, the
switching frequency of the boost regulator varies with the
load condition. When the output load condition varies over a
wide range, the switching frequency may therefore vary over
orders of magnitude. In some applications, it is undesirable to
allow the switching frequency of the boost regulator to modu-
late down into the audio range. It may also be desirable to
prevent the switching frequency from reaching a high fre-
quency. Accordingly, methods to maintain the switching fre-
quency of a PFM boost regulator above a given value or
within a given range are desired.

In embodiments of the present invention, the peak inductor
current I, .- of the PFM boost regulator is modulated as a
function of the load current I, the input voltage V. the
output voltage V., and a fixed peak current value. In this
manner, the switching frequency of the boost regulator can be
maintained above a given value or within a given frequency
range over a wide range of load conditions as well as a wide
range of input voltage variations and output voltage settings.

Inone embodiment, the boost regulator modulates the peak
inductor current I; .. as a function of the square root of the
product of the load current I, and the difference between the
regulated output voltage and the regulator input voltage. That

18, 1, peVIo(Vorr—Y o). Furthermore, in some embodi-
ments of the present invention, the boost regulator modulates
the peak inductor current I, .- using a function that approxi-
mates the square root function. In particular, in one embodi-
ment, the peak inductor current I, ., is modulated as a func-
tion of the load current, the input voltage V,,and the output
voltage V . as follows:

(VOUT -Viy ) Eq. A

Irpk =N-Ip + + Iprix

where R and N denote constants, 1, denotes a fixed peak
current value, V 5, 1s the output voltage of the boost regula-
tor, and V ,, is the input voltage to the boost regulator where
VooV, and 1, is the load current. By modulating the peak
inductor current I, ., of the boost regulator as described
above, the switching frequency of the boost regulator can be
maintained above a given value or within a given range over
varying load conditions or varying input-output voltage con-
ditions. More specifically, the fixed peak current value I o ;-1s
provided to establish a minimum current value for the peak
inductor current. In cases where the regulator input voltage
and the regulated output voltage are very close in value and
the load current is very small, the fixed peak current value
1pzzy sets the minimum peak inductor current value for the
boost regulator.

FIG. 11 is a schematic diagram of a boost switching regu-
lator incorporating peak inductor current modulation accord-
ing to embodiments of the present invention. Referring to
FIG. 11, a boost switching regulator 400 (or “boost regulator
4007) includes a PFM control circuit 64, a main power switch
M1, a secondary power switch M2 (the synchronous recti-
fier), an inductor L1, and an output capacitor C,,. The PFM
control circuit 64 generates control signals for driving the
main power switch M1 and the synchronous rectifier M2. The
boost regulator 400 receives an input voltage V ;,,on a node 52
and provides an output voltage V ;- having a substantially
constant magnitude on an output voltage node 56 for driving
aload 75. The output voltage V . 1s fed back to a feedback
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node 58 of the boost regulator 400 to form a feedback control
loop to realize regulation and control of the output voltage
Vour

Inboost regulator 400, the output voltage V . -may be fed
back to the feedback node 58 directly or through a resistor
divider. In the present embodiment, a resistor divider circuit
including resistors R1 and R2 divides down the output voltage
V oorto generate a feedback voltage V - at the feedback node
58 which is coupled to the PFM feedback control loop.

More specifically, the feedback voltage V5 is coupled to
an error comparator 60 to be compared with a reference
voltage V- (node 59) to generate an error signal V o (node
62) having logical high and low values indicative of the dif-
ference between the feedback voltage V. and the reference
voltage V. The error signal V., is then provided to the
PFM control circuit 64 to generate the control signals on
nodes 68 and 72 for driving the main power switch M1 and the
synchronous rectifier M2, respectively. Gate drivers 66 and
70 may be used to drive the respective control signals onto the
respective control terminals of the power switches M1 and
M2.

The control signals are operative to turn power switch M1
and M2 on and off alternately so that a switching voltage V.,
is generated at the switching node 54. In particular, when the
PFM control circuit 64 turns on the main power switch M1
and turns off the synchronous rectifier M2, inductor L1 has
the input voltage V,,, impressed upon it, and the current
through the inductor builds up. When the PFM control circuit
64 turns off the main power switch M1 and turns on the power
switch M2, the voltage across the inductor L1 reverses (re-
ferred to as “fly back™) and inductor L1 transfers energy
through the synchronous rectifier M2 to the output capacitor
Coprand the load 75. The output capacitor C,,- filters the
ramping inductor current to generate a substantially constant
output voltage V. at the output node 56. In the present
embodiment, the boost regulator 400 implements a PFM con-
trol scheme where the frequency for turning on the power
switches is varied as a function of load condition. When the
load condition is heavy, the power switches are turned on and
off more frequently to supply sufficient load current to main-
tain the output voltage. When the load condition is light and
the load current demand is low, the power switches may be
turned on and off less frequently to maintain the output volt-
age.

In the present embodiment, the main power switch M1 is
implemented as an NMOS transistor and is driven by a con-
trol signal NGATE (node 68). Meanwhile, the synchronous
rectifier M2 is implemented as a PMOS transistor and is
driven by a control signal PGATE (node 72). The control
signals NGATE and PGATE are exclusive of each other so
that only one of the main power switch M1 and synchronous
rectifier M2 is turned on at a time but both switches can be
turned off at the same time. The use of NMOS and PMOS
transistors as the main and secondary power switches, respec-
tively, is illustrative only and is not intended to be limiting.
The main and secondary power switches can be implemented
using NMOS or PMOS transistor devices and the PFM con-
trol circuit can be configured to generate control signals hav-
ing the appropriate signal polarities to drive the power
switches.

In embodiments of the present invention, the boost regula-
tor 400 includes a peak inductor current modulation circuit
410 for setting the peak inductor current level as a function of
the load current I, the regulator input voltage V, the regu-
lated output voltage V. and a fixed peak current value
1pzzx In particular, as shown by the waveforms in FIG. 3, the
peak inductor current level I - determines the On-time for
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the main power switch M1 which in turn determines the
switching frequency of the boost regulator. In other words, in
the present example, the peak inductor current determines the
On-time of the NGATE control signal used to control the
main power switch M1. In one embodiment, the peak induc-
tor current modulation circuit 410 sets the peak inductor
current level set using Equation A above where the peak
inductor current value is set as a function of the load current,
the difference between the output voltage and the input volt-
age and the fixed peak current value.

In the present embodiment, the peak inductor current
modulation circuit 410 receives an input signal being a func-
tion of the load current I,, f(I,,), on an input terminal 412. In
one embodiment, the signal f(I,,) is the average of the syn-
chronous rectifier current [.(t) over a full cycle or period, that
is, fI,)=Avg(I.(1)). Circuit 410 also receives a fixed peak
current value 1 ;- (node 413) and a signal (node 417) related
to the output voltage V. and the input voltage V. As
described with reference to Equation A above, the fixed peak
current value 1 o, (node 413) is used to establish a minimum
value of the peak inductor current I, ., (when the output
voltage V o, may be close to the input voltage V ,,,and when
the load current may be zero or very small. A voltage calcu-
lation circuit 416 receives the output voltage V . and the
input voltage V,,, and generates an output signal (node 417)
indicative of the difference between the output voltage V .+
and the input voltage V, scaled by a constant R. The signal
(V o=V /R (node 417) is then provided to the peak induc-
tor current modulation circuit 410. The peak inductor current
modulation circuit 410 applies all of the aforementioned val-
ues to determine a peak inductor current set value I; px g, In
one embodiment, the peak inductor current set value I; oz zr
is set using Equation A above where the peak inductor current
set value I; oz o, 1s set as a function of the load current, the
difference between the output voltage and the input voltage
and the fixed peak current value.

To control the On-time for the main power switch M1, the
inductor current [,(t) flowing through the main power switch
M1 is measured. In the present example, a sense resistor R g«
is coupled to the source terminal of the main power switch M1
to measure the inductor current flowing through the main
power switch when the main power switch is turned on. A
voltage Vs, (node 405) developed across the sense resistor
R gy 1s indicative of the instantaneous inductor current L(t)
flowing through the main power switch.

In the present embodiment, the peak inductor current set
value I; . ., generated by the peak inductor current modu-
lation circuit 410 is applied to a resistor RS to generate a
voltage V .. indicative of the current value I; . ., In other
embodiments, other methods to convert the peak inductor
current set value I, - o, to a voltage value may be used. The
voltage V ¢, is compared with the voltage V o (node 405) at
a comparator 418. The comparator 418 generates an output
signal V, (node 420) indicative of the instantaneous induc-
tor current [,(t) reaching the set value for the peak inductor
current I, - oz~ The PFM control circuit 64 generates the
control signals NGATE and PGATE based on the signals V .,
and V gz to adjust the duration of the main switch cycle and
the secondary switch cycle so that a switching frequency
above a given value or a switching frequency within specific
limits is maintained over varying load conditions and also
over input voltage variations and output voltage settings. In
particular, when the signal V., is asserted to indicate that the
instantaneous inductor current 1,(t) has reached the set value
for the peak inductor current I; .- .., the PFM control circuit
64 terminates the On-time for the main power switch M1 and
initiates the On-time for the synchronous rectifier M2.
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FIG. 12 is a schematic diagram of a boost switching regu-
lator incorporating peak inductor current modulation accord-
ing to embodiments of the present invention. Like elements in
FIGS. 11 and 12 are given like reference numerals and will
not be further described. FIG. 12 illustrates one embodiment
for generating a load current value for use by the peak induc-
tor current modulation circuit 410. In particular, the boost
regulator 500 in FIG. 12 incorporates a ripple injection circuit
as described above with reference to FIG. 4. The peak induc-
tor current modulation circuit 410 leverages the current aver-
age circuit 586 in the ripple injection circuit 580 to obtain a
measure of the load current 512 used to modulate the peak
inductor current.

Referring to FIG. 12, the ripple injection circuit 580
includes a current sense amplifier 82 coupled across the syn-
chronous rectifier M2 to measure the synchronous rectifier
current I,(t). In the present embodiment, the current sense
amplifier 82 also operates to scale down the measured current
by a factor of K. Thus, the current sense amplifier 82 gener-
ates an output current [ ((t) (node 84) being proportional to the
synchronous rectifier current 1.(t), that is, I(t)=I(t)/K. The
current [ (t) represents the synchronous rectifier current flow-
ing through the synchronous rectifier M2. The scaled syn-
chronous rectifier current 14(t) is averaged to determine the
load current being drawn over that time period. In the present
embodiment, a current averaging circuit 586 receives the
current I(t) and generates a scaled load current 1,/K (node
87) being an average of the current 1 (1), that is, I ,/K=Avg(I
(0)=AvgI(/K).

The current injection signal 1, ; is generated by taking the
difference between the current I[(t) (or I5(t)/K), representing
the scaled synchronous rectifier current at synchronous rec-
tifier M2, and current I /K, representing the scaled load cur-
rent being drawn. In the present embodiment, a current sub-
tractor 88 is used to subtract current I /K from current I ,(t)/K
to generate the current injection signal I, =(I-()-1,)/K
(node 90). In one embodiment, the current subtractor 88 is a
one-quadrant subtractor and only generates positive current
difference values.

In the present embodiment, the current injection signal I,
thus generated is injected to the feedback node 58 through a
switch S1. Switch S1 is gated by the control signal PGATE for
controlling the synchronous rectifier M2. Switch S1 closes
when the control signal PGATE is asserted (logical low) to
allow the current injection signal I,,,; to be injected. Switch S1
is open when the control signal PGATE is deasserted (logical
high) to terminate the injection of the current injection signal.

Meanwhile, the current averaging circuit 586 also gener-
ates a scaled load current NI , on an output node 512, N being
a constant. The scaled load current N1, is coupled as an input
signal to the peak inductor current modulation circuit 410.
The peak inductor current modulation circuit 410 determines
the set value for the peak inductor current I, .- ., based on
the scaled load current NI, the (V .~V )R value (node
417) and the fixed peak current value [ ., (node 413). In this
manner, the peak inductor current I, .- of the boost regulator
500 is modulated as a function of the load current I, the
regulated output voltage V . -and the regulator input voltage
V,» so that a switching frequency above a given value or
within specified limits is maintained over varying load con-
ditions as well as varying input voltage conditions and output
voltage settings. In some embodiments, the peak inductor
current modulation circuit 410 applies Equation A above to
set the peak inductor current set value I; px g,

The boost switching regulators in the above-described
embodiments can be constructed using integrated circuits and
discrete components at various levels of integration In some
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embodiments, the boost switching regulator is formed using
an integrated circuit incorporating the control circuitry and
the power switches and using discrete components for the
inductor, the output capacitor and the resistor divider. In other
embodiments, the power switches may be formed using dis-
crete transistors outside of the control circuitry integrated
circuit. The exact level of integration of the boost regulator is
not critical to the practice of the present invention.

In the above described embodiments, the boost switching
regulator is implemented using a PFM feedback control
scheme. In other embodiments, the ripple injection circuit
described above can be incorporated into a boost regulator
using a Pulse-Width Modulation (PWM) feedback control
scheme which is comparator based and relies on voltage
ripple on the feedback node for loop stability. For example,
hysteretic regulators or constant on-time (COT) regulators
can use the ripple injection circuit described herein during
PWM mode of operation. The ripple injection circuit and
method described above has applications in comparator
based feedback control architectures, whether in PFM or
PWM mode.

Although the foregoing embodiments have been described
in some detail for purposes of clarity of understanding, the
invention is not limited to the details provided. There are
many alternative ways of implementing the invention. The
disclosed embodiments are illustrative and not restrictive.

What is claimed is:

1. A control circuit in a boost switching regulator, the boost
switching regulator being configured to receive an input volt-
age on a first terminal of an inductor and to generate a regu-
lated output voltage on an output terminal for driving a load,
the boost switching regulator comprising a main power
switch coupled between a second terminal of the inductor and
ground, a synchronous rectifier coupled between the second
terminal of the inductor and the output terminal, and an output
capacitor coupled to the output terminal and ground, the
control circuit being configured to control the main power
switch and the synchronous rectifier using a Pulse Frequency
Modulation (PFM) feedback control loop, the regulated out-
put voltage being fed back to the boost switching regulator as
afeedback voltage on a feedback node of the feedback control
loop, the control circuit comprising:

a ripple injection circuit comprising a current injection
signal generation circuit configured to generate a current
injection signal and a feedforward capacitor coupled
between the output terminal and the feedback node of
the feedback control loop, the feedforward capacitor
integrating a current associated with the current injec-
tion signal to generate a voltage ripple signal at the
feedback node for use by the PFM feedback control
loop,

wherein the current injection signal is the difference
between a first current indicative of a synchronous rec-
tifier current flowing in the synchronous rectifier when
the synchronous rectifier is turned on and a second cur-
rent indicative of a load current flowing to the load.

2. The control circuit of claim 1, wherein the first current
comprises the synchronous rectifier current flowing in the
synchronous rectifier when the synchronous rectifier is turned
on scaled by a first scaling factor, and the second current
comprises the load current scaled by the first scaling factor.

3. The control circuit of claim 2, wherein the first scaling
factor comprises a scaling factor of 1/K where K is 1 or more.

4. The control circuit of claim 1, wherein the current injec-
tion signal comprises positive current values only, the current
injection signal having a zero current value when the second
current is greater than the first current.
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5. The control circuit of claim 1, wherein the current injec-
tion signal is indicative of the charge being placed on the
output capacitor from the inductor current flowing through
the synchronous rectifier when the synchronous rectifier is
turned on.

6. The control circuit of claim 1, wherein the load current
comprises an average of the synchronous rectifier current.

7. The control circuit of claim 1, wherein the current injec-
tion signal generation circuit comprises:

a current sense amplifier coupled to sense a current flowing
across the synchronous rectifier and to scale the sensed
current by a first scaling factor, the current sense ampli-
fier generating an output current being the first current;

a current average circuit configured to receive the first
current and to generate an output current being an aver-
age of the first current, the output current being the
second current; and

a current subtractor configured to subtract the second cur-
rent from the first current to generate the current injec-
tion signal at an output terminal.

8. The control circuit of claim 7, wherein the current injec-
tion signal generation circuit further comprises a switch
coupled between the output terminal of the current subtractor
and the feedback node, the switch being controlled by a first
control signal, wherein the switch is closed to pass the current
injection signal to the feedback node when the first control
signal has a state indicative of the synchronous rectifier being
turned on.

9. The control circuit of claim 3, wherein the first scaling
factor comprises the scaling factor of 1/K where K is selected
to generate a sufficient current injection signal for the feed-
back control loop under a worst case load current condition.

10. The control circuit of claim 3, wherein the first scaling
factor comprises the scaling factor of 1/K where K is varied as
a function of the load current, the value of K decreasing when
the load current is increasing.

11. The control circuit of claim 1, wherein a capacitance of
the feedforward capacitor is varied as a function of the load
current, the capacitance value increasing when the load cur-
rent is decreasing.

12. The control circuit of claim 1, wherein the boost
switching regulator modulates a peak inductor current as a
function of the load current, the peak inductor current increas-
ing when the load current is increasing, wherein the current
injection signal is maintained at a relatively constant value
over varying load current conditions.

13. The control circuit of claim 1, wherein the boost
switching regulator modulates a peak inductor current as a
function of the input voltage, the peak inductor current
increasing when the input voltage is decreasing, wherein the
current injection signal is maintained at a relatively constant
value over varying input voltage conditions.

14. The control circuit of claim 13, wherein the boost
switching regulator modulates the peak inductor current as a
function of the difference between the regulated output volt-
age and the input voltage.

15. The control circuit of claim 14, wherein the boost
switching regulator modulates the peak inductor current as a
function of the difference between the regulated output volt-
age and the input voltage scaled by a constant.

16. The control circuit of claim 1, wherein the synchronous
rectifier comprises a PMOS transistor.

17. A method for controlling a boost switching regulator,
the boost switching regulator being configured to receive an
input voltage on a first terminal of an inductor and to generate
a regulated output voltage on an output terminal for driving a
load, the boost switching regulator comprising a main power
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switch coupled between a second terminal of the inductor and
ground, a synchronous rectifier coupled between the second
terminal of the inductor and the output terminal, and an output
capacitor coupled to the output terminal and ground, the
method being configured to control the main power switch
and the synchronous rectifier using a Pulse Frequency Modu-
lation (PFM) feedback control loop, the regulated output
voltage being fed back to the boost switching regulator as a
feedback voltage on a feedback node of the feedback control
loop, the method comprising:

measuring a synchronous rectifier current flowing in the

synchronous rectifier when the synchronous rectifier is
turned on;

generating a first current indicative of the synchronous

rectifier current flowing in the synchronous rectifier;
generating a second current indicative of a load current
flowing to the load;

subtracting the second current from the first current to

generate a current injection signal;

injecting the current injection signal to the feedback node;

coupling a feedforward capacitor between the output ter-

minal and the feedback node of the feedback control
loop; and

integrating at the feedforward capacitor a current associ-

ated with the current injection signal to generate a volt-
ageripple signal at the feedback node for use by the PFM
feedback control loop.

18. The method of claim 17, wherein generating the first
current indicative of the synchronous rectifier current flowing
in the synchronous rectifier comprises:

scaling the measured synchronous rectifier current flowing

in the synchronous rectifier by a first scaling factor; and
providing the scaled synchronous rectifier current as the
first current.

19. The method of claim 18, wherein generating the second
current indicative of the load current flowing to the load
comprises:

scaling the load current by the first scaling factor; and

providing the scaled load current as the second current.

20. The method of claim 18, wherein generating the second
current indicative of the load current flowing to the load
comprises:

generating an average of the first current as the second

current.

21. The method of claim 18, wherein the first scaling factor
comprises a scaling factor of 1/K where K is 1 or more.

22. The method of claim 17, wherein subtracting the sec-
ond current from the first current to generate the current
injection signal comprises:

generating the current injection signal having positive cur-

rent values only; and

generating the current injection signal having a zero cur-

rent value when the second current is greater than the
first current.

23. The method of claim 17, wherein injecting the current
injection signal to the feedback node comprises:

providing the current injection signal to the feedback node

during a time period when the synchronous rectifier is
turned on.

24. The method of claim 18, wherein the first scaling factor
comprises a scaling factor of 1/K where K is selected to
generate a sufficient current injection signal for the feedback
control loop under a worst case load current condition.

25. The method of claim 18, wherein the first scaling factor
comprises a scaling factor of 1/K where K is varied as a
function of the load current, the value of K decreasing when
the load current is increasing.
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26. The method of claim 18, wherein the capacitance of the
feedforward capacitor is varied as a function of the load
current, the capacitance value increasing when the load cur-
rent is decreasing.

27. The method of claim 17, further comprising: 5

modulating a peak inductor current value of the boost

switching regulator as a function of the load current, the
peakinductor current increasing when the load current is
increasing, wherein the current injection signal is main-
tained at a relatively constant value over varying load 10
current conditions.

28. The method of claim 17, further comprising:

modulating a peak inductor current value of the boost

switching regulator as a function of the input voltage, the
peak inductor current increasing when the input voltage 15
is decreasing, wherein the current injection signal is
maintained at a relatively constant value over varying
input voltage conditions.

29. The method of claim 28, wherein modulating a peak
inductor current value of the boost switching regulator as a 20
function of the input voltage comprises modulating a peak
inductor current value of the boost switching regulator as a
function of the difference between the regulated output volt-
age and the input voltage.
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